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1. Overview

1.1 Introduction

This KENJITSU SNMP Web Pro Card can provide web server to monitor and manage multiple UPSs
in a networked environment including LAN and INTERNET. It can detect temperature and humidity
for the environment via connecting to EMD (Environmental Monitoring Device). The same port is also
applied for data transmission. Simply connect to SMS modem for SMS sending with a RJ11 to DB9
cable.

Integrated with Shutdown Wizard, it can not only prevent data loss from power outage and safely
shutdown systems, but also store programming data and scheduled shut down the UPS. All UPS
warning and fault event records can be kept in KENJITSU SNMP Web Pro.

Integrated with KENJITSU ViewPower Pro software, it can monitor and remote access all distributed
devices with KENJITSU SNMP Web Pro Card in a LAN or INTERNET. For the detailed operations,
please check user manual of KENJITSU ViewPower Pro.

1.2 Features

Open monitor via Web Browser.

Offer SNMP MIB to monitor UPS status.

Automatically detect and exchange 10M/100M Fast Ethernet.

Support wake-on-LAN function.

Supported protocol such as TCP/IP, UDP, SNMP, SMTP, SNTP, HTTP, HTTPS, SSL, SSH,
IPV4/1PV6, DHCP and so on.

Integrated with Shutdown Wizard, it can prevent data loss from power outage and safely shut
down systems.

Able to store event log more than 200,000 threads, including UPS warnings, faults and EMD
warnings, operation data logs from web users or ViewPower pro users. It will be stored safely
without loss even when power failure occurs.

Support daily reports for event log and data log.

Scheduled UPS on/off and battery test.

Support EMD monitoring and SMS sending.

Equipped with real-time clock to record log with date and keep running up to 7 days without
power connected.

3 | PF1 User Manual SNMP_EN



USER MANUAL www.kenjitsulatam.com

1.3 Overlook

1. Ethernet port (10/100Base-T)

2. Sensor port/data transmission port

3. Golden finger: connects to UPS slot

4. Ethernet port status LEDs

5. Jumper setting to restore default setting

ETHERNET PORT STATUS LEDS:

100M LED (Green) On Port is operating at 100Mbit/s

Off Current web bandwidth is 10Mbit/s
Link status LED Flash Link Active
(Yellow) Off Card is not connected to the network

PIN ASSIGNMENT FOR JUMPER:

Pin # Status Description
Pin 1 &Pin 2 Closed Normal operation
Pin2&Pin 3 Closed After re-connecting utility, the IP address of

KENJITSU SNMP Web Pro Card and password
will restore to default setting. Default static IP
address: (192.168.102.230)

Default password: 12345678

g NOTICE
After setting is restored to default, be sure to change
2N the jumper setting to connect Pin 1 and Pin 2 for normal
operation.
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1.4 Installation and Connection

INSTALLATION
If using KENJITSU SNMP Web Pro Card please follow below steps to install card first:

- STEP 1
g Remove the cover of intelligent slot on the back panel of UPS and retain the screws

STEP 2
% Slide the card into the open slot and secure with the screws from step 1. (see chart 1-1)

CHART 1-1

Refer to chart 1-2 for connecting the KENJITSU SNMP Web Pro.

=] STEP 3
-t Plug Ethernet cable to the Ethernet port (RJ-45) on the SNMP web manager
STEP 4

Use one more Ethernet cable. Connect one end to the sensor port on the SNMP web
manager and the other end to the optional environmental monitoring device

Connects to
Environmental
Monitoring Device

KENJITSU SNMP
Web Pro

CHART 1-2
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1.5 Configuration

a. Please install SNMP web manager wizard in your PC. After software is installed successfully, the
Installer will leave a shortcut icon on your desktop.

CHART 1-4

b. Enter specific IP address to search all SNMP devices in LAN. The SNMP web manager is default
applied static IP address as 192.168.102.230, default subnet mask as 255.255.255.0, and default
gateway as 192.168.102.1. Users can modify IP address or apply DHCP mode through web server
of KENJITSU SNMP Web Pro Card, SSH Client or SNMP Web Manager.

) s web Manages ETENX]
System Gelings Language Help
IP address MAC address Bagicife | P settings | OriineLpgracs | Bystemmanagar  BHaIK bap addnss
Iwzmzm??s 00005001023 I
1P 800ress 192.163107.70
NAC 800188 |00-00-56-00-10-23
SNWP status 1 SRR 256l snatie
Uss eyskem time: (911 72012164201 | Aexly
192162 107 Scon DR WY
11642:00) 192168.107 73 Online successhdly
e

c. User can modify IP setting, online upgrade, password management, and static trap address setting
in SNMP Web Manager screen. It is necessary to enter password for any medications. The default
password is 12345678.

1.6 Monitoring
There are two ways to monitor:

a. Double click the selected device from the device list (refer to Chart 1-5) to open web page as
Chart 1-6 a. Or simply enter https address (http://192.168.107.234) in web browser to access
web server directly. Refer to Chart 1-6 b.
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£ httpy//192168 107 234/ -

P ding L
—

sk Favorites | iy | Suggested Sites v 8| Web Sfice Gallery »

| 4 SNMP Web Server 5 * % wm v Pagew Ssteyv Toolsw v

e

UPS information

UPS moda: Lins Moda | UPS temp.: 23.3C
Auto reboot: trus | Converter mede: false
ECO Mode: false Bypass whan UPS is off: false
Bypass not alloved: true [ Fault typs:
UPS waming: [
input Information
Input voltage: 221.0 Y/ | Input frequency: £0.0 Hz
) 1
Output soltage 2298V OQutput frequency. 50.0 Hz
| Output current h 3A ] Load level 6%

Battery voitage: #10 V. l Battary capacty: %2 %
| Remaning backup fime !399 Min |

EMD temp.- 246 C Humidiy: €0.2 %

'@ € Internet | Protected Mode: On 2 v %100% ~
CHART 1-6 A
3 Bing T
¢ Favorites | 3 ) Suggested Sites » B Web Stice Gallery ~
| € SNMP Web Server o~ = 11 s v| Page~ | Safetyv| Toolsv| @~
M KENJITSU
ya) KENJITSU - snme web pro 1

e Inierntition
ms‘::“'m UPS mode: Line Made \ UPS temp - 293 C
G e T
S ts aeking e false | ypass when is se
Bypass not allowed: true | Fault typa:
il UPS warning. | | ;
Real-time control 9
Web
E-mail Input voltage: 2254 V | Input frequency. 50.0 Hz
SMS
Wake on LAN
E\M‘m Output voitags: 229.9 V | Qutput frequency: 49.9 Hz
sﬁﬂﬂl Fi7ss Output current: 0.1 A | Load level 4 %
Batiery information
‘Event log Battery voltage: 41.0V | Battery capacily. 93 %
Data log Remaining backup time: 999 Min
I — =

EMD temp.- 26.6 C Humidity: [73.0 %

[@ @ Internet | Protectad Mode: On fa v R100% ~

CHART 1-6 B
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b. Installed KENJITSU ViewPower Pro software to monitor SNMP web pro. Refer to Chart 1-7
Please check KENJITSU ViewPower Pro User Manual for detailed monitoring.

Usertype  Guest Login

Graphicviow | | Litview

1192168 102,166 SNMPPOL_00000000000000) nul{192.168 103 165 SNMPPOL LCOKI0000XKIOL) -Bj (192168102 164 SNIMPPD2_ CO00XI00000002) !E.

ups fomatare (@) Line mode Discontected () discamnecied &)

nput nfomation’ 2383V 9Hz

Output nformatiors 229 8750 0Hz
Battery nfomation 41 OV/L00%

ulk192 168103 163 SRMPROL (0000000200002 B | | ruli192.168.103.162 SNAPPOD.00OXIN000000 B | nul(192.166.103.061 SNIMPRO3. 000000DXI00005) L)

Biconected Q) Disconnected () piscannecied (@)

CHART 1-7

2. KENJITSU SNMP Web Pro GUI

SNMP web pro GUI includes function menu, login section and main screen. Refer to Chart 2-1:

g Favorites | 3 @ Suggested Sites v @) Web Shice Gallery

QSNMP;NebSeNer [ P~ B ~ Y m v Pogev Sofctyy Toolsv @b~
| D Lo Guest
C
! _ UPS mode: Line Mode _ UPStemp..293C
[ Auto reboot: true Converter mode: false
| ECO Mode: false Bypass when UPS is off. false
[ Bypass not allowed: true Fault type:
| UPS waming: |
nput information
| Input voltage: 221.0 V Input frequency: 50.0 Hz

Output voltage: 2298V
Output current: 0.3 A

Qutput frequency. 50.0 Hz
Load fevel: § %

Battery information
[ N  Battery voltage: 41.0V
| Remaining backup time: 993 Min

Battery capacity. 82 %

D information
| EMD temp.: 246 C Humidity: 180.2 %

@ @ Intemet | Protected Mode: On a4~ 0% -

CHART 1-7
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a. SNMP web pro GUI version
b. Function Menu

It offers complete tool-set for navigation and setting the GUI.

¢. Main Screen

It will display information and/or control alternatives according to function menu selected.

d. Login section

It shows user type for current login user. The default password for administrator is “12345678".

3. Function Menu

3.1 Information
3.1.1. Status

Select Information >> Status. Refer to Chart 3-1. It's shown real real-time monitored UPS data
including input, output, UPS, battery information and environmental information in table format.

] http:/192168107.234/ v |l x §EEE 2z
=
Jf Fevontes | <35 B Suggesied Setrs v @] Web Sice Gallery =
& SNMP Web Server — Tpov B v U v Pagew Safmyw Tools~ @~
PAJKENJITSU  SNMP Web Pro o s

T
et g i UPS mode. Line Mode UPS temp.. [28.3C
UPS sotti Auto reboot: true Convertar mode false
Pagainaters s<itian ECO Mode false Bypass when UPS is off false
Bypass not allowed. e Fault type:
Realtime UPS warning
Web [nput information
E-mail [nput voitage 221 0 V Input fre 0.0 Hz
S
Wake on LAN
? Output information
Event action Qutput voltage: 229.3 V Output fri 0.0 Hz
Scheduled l Omsut cuna:: 034 Load lweLli % |
System lime i £
SNIMP configuration
[ —toy—— ] Barery Information
Event log Battery voltage: 41.0 V Eattery capacily: 92 %
Dt joct ining backup time: 999 hin
. Hap |
Senal Fort Debug

EMD information

EMDtemp - 24 6C

Humidity: [80.2 %

Done

[ @ Internet | Protected Mode: On G~ W% -

3.1.2 Basic information

CHART 3-1

Select Information>>Basic information. It includes UPS basic information, battery information and

UPS rated information. Refer to Chart 3-2.
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8] 1itp/192168107234

REICE B P >

7 Favorites | s ) Suggestad Stes v @) Wab Sece Galley v

| 48 SNMIP Weo Server

B~ B v e v Pager Sfetyr Tooks >

PA]KENJITSU  SNMP Web Pro 10

UPS type: G1K ON_LINE

UPS FW varsion: 110623.00

Input phase/Output phase: 111

Logn Gt

UPS senal number: 01234567691234
SHMP FW version. 100

Input voltage/Output voltage: 2301230 V {
i

Equipment attached: [SNMP web pro

Baltery group number. 4 |

P& rated {nformation
Rated VA [100.0 VA ‘
Rated output frequency: 50 0 He |

i

Rated output voltage: 230.0
Rated cutput cunern 4.0 A

Rated battery voiage: 36.0 V. |

& & Intemet | Protected Made: On vy Rion v

CHART 3-2

3.2 UPS setting
3.2.1 Parameters setting

Some UPS functions can be set and changed via software. Parameter setting includes backup time
setting for programmable outlet (P1), battery number setting, voltage and frequency range setting for

bypass mode and voltage range setting for ECO mode.

Select UPS setting >> Parameters setting. Refer to Chart 3-4.

£ hiip/192168107.230

MEIEE BEE 2~

Yy Favontes | 25 8 Suggesied Sdes v @] Wab S

ce Galiery »

B NP Web Server

p v B) v U 4= v Pagev Safetyv Toolsv @~

PA]KENIITSU  SNMP Web Pro 10

Alarm control. @ Epable 1 Disable |W

Alarm a1 bypass made: ) Enable ( Di
Alarm at battery mode. @ Enable () Dissble [ AP
Auto oot s Enable ) Disable | APl |

Bypass when UPS is off (; Enable @ Disable | Apply |
Converter made. (*) Enable © Disable | APPY |

ECO made: ) Enable ® Disale | Asely |

Qutlet setting
Backup time for P1{oattery 1
mode).

2
5
8

Voltage and frequancy range for bypass made
Max voliage: 263

Min. yoltage: 172

Max frequency 528

:

Min frequency 473

Logn Guest

Advanced ECO mode. ¢ Enable  Disable
Grean power function” - Enable ©: Disable | APPY

Cold statt- & Enable ~ Disabla | APPY
Bypass nol allowed @ Enable  Disabls  APPY

Battery desp-dischargs protection” & Enable  Disable
Stle fault detection. = Enable © Disable  APPY

P1 pragrammable outlet control @ Enable > Disable | APPIY.
Battery numbers setting
Mumbers in parallel- 4 Apply
Voltage range for ECO mode
Max. woltage: 242 v | Aeply |
Min. voltage: 215 v [Aeply |

| Default.

(& @ Internet | Protected Mode: On v Rk ~

CHART 3-4
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NOTE

Different UPSs may access different parameter setting.

1. Select the functions by clicking “Enable” or “Disable” button. Change the numbers by clicking
up-down arrows or modify the numbers directly in the number column.

2. Click “Apply” button to save the settings. Each function setting is saved by clicking “Apply”
button in each section.

3. Click “Default” button to recover the default setting.

i" NOTE

Any functions which are not supported by UPS will not be able to access.

o Alarm Control: If enabled, UPS alarm will be activated. Vice versa.

o Alarm at bypass mode: If enabled, UPS alarms when it's working at bypass mode. Vice versa.

o Alarm at battery mode: If disabled, UPS will not alarm when it's working at battery mode. Vice
versa.

o Auto reboot: If enabled, UPS will auto recover when AC is recovering. Vice versa.

o Bypass when UPS is off: If enabled, AC will directly provide power to connected devices when
UPS is off. Vice versa.

o Converter mode: If enabled, the UPS will operate in converter mode. Vice versa.

o ECO mode: If enabled, the UPS will operate in ECO mode when input voltage is within
acceptable range. Vice versa.

o Battery open status check: If enabled, the monitored UPS will check if the battery connection
is ok or not when UPS is turned on.

o Cold start: If disabled, the UPS can be turned on only when AC is normally connected to UPS.
Vice versa.

o Bypass not allowed: If enabled, the UPS will not transfer to bypass mode under any conditions.
If disabled, the UPS will be allowed to transfer to bypass mode according to UPS internal
setting.

o Battery deep-discharge protection: If enabled, the monitored UPS shuts down in accordance
with the condition of battery and load on battery mode to protect battery. Vice versa.

o Site fault detection: If enabled, the monitored UPS will beep when the input neutral and hot

wires are reversed. Vice versa.

o P1 Programmable outlet control (battery mode): If enabled, when UPS is running at battery
mode, it will cut off P1 outlets after backup setting time arrives. If disabled, UPS will provide
continuous power to P1 outlets until the battery is running out.

o Outlet setting: Users can set limited backup time for P1 outlets when UPS is on battery mode.

o Battery numbers setting: Set battery numbers in parallel.

o Voltage and frequency range for bypass mode: Set acceptable voltage and frequency range
in bypass mode
v/ Maximum and minimum voltage: When UPS is on bypass mode and input voltage is out

of setting range, UPS will enter battery mode.
v/ Maximum and minimum frequency: When UPS is on bypass mode and input frequency
is out of setting range, UPS will enter battery mode.

o Voltage range for ECO mode: Set acceptable voltage range for ECO mode.

11 | PF1 User Manual SNMP_EN
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3.3 Control
3.3.1. Real-time control

Select Control >> Real-time control. Refer to Chart 3-5.

£ hp//192168107230 e B 2~
-

o Fevontes | o2y B Suggesied Sdes v @] Wab Siice Gallery »

£ SNMP Web Server 3 v B v ) 4w v Pagev Safetyv Tooks~ @~

FEIKENJITSU  SNMP Web Pro s

Logn Guest

Alarm control
Basic mformation UPS tum an/off

=R

Parameters satting Battery salftest

10-second seff-test Start |
Deep discharge test g|
Minute self-test. 1 Mins}. | Start |

Event action
Scheduled
System time
SNMP configuration

Done [ @ Internet | Protected Mode: On 4 v R10% ~

CHART 3-5

You can real-time control the UPS by executing following operation:

o UPS turn On/Off: Click “On” to turn on the UPS and “Off” to turn off the UPS immediately.

o Battery Self-Test: It offers three types of battery self-test: 10-second self-test, deep discharge
test, and self-defined self-test. Simply clicking “Start” button from each type. It will execute
the self-test immediately.

3.4. System configuration
3.4.1. Web user

It configures the authority to access KENJITSU SNMP Web Pro. Please enter access ID and password
in each column. There is no limitation to access control in default setting. It is also allowed for http
and https modification. The default setting is 80 for http and 443 for https. If any modification for
adding web users, deleting web users or port re-configuration, it's necessary to click “Restart Web
Server” button to restart web server to activate all modifications. Refer to Chart 3-6.
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) 111p/102168107.230 v |l erl o |5 Bing £~
-

i Fevontes | oy B Suggesied Sces v @8] Wab Siice Gallery >

8 SNMP Web Server 3 v B ~ ) dm v Pagev Safety~ Tools~ i~

PAIKENIITSU  SNMP Web Pro 10

* - Resternt the web senver to take effect
-
Basich b Server Configure

Hitp Port: 80 | Apply
Parsmeters satting Hitps Port. 443 [ Apply

Real-time control User Account
User Name Password | Permission Operation
Wet Read | Apply. |

Wake on LAN [
$ | Rastarl Web Server

Done [ @ Internet | Protected Mode On 4~ W100% -

CHART 3-6

3.4.2. E-mail

It's allowed to send alarm mail by SMTP server. To use this function, the e-mail service must be
correctly configured. All values in this function page are default empty. This action can’t be executed
without the SMTP information, e-mail account and password. Besides, the sender account should be
allowed for SMTP/POP3 forwarding.

Select System Configuration >> E-mail. Refer to Chart 3-7
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NMP Web
£ hips182168107.23 v el |5 aing T
o Fevontes 3 £ Suggesied Sdes v @] W ce Gallery »
8 SNMP Web Server %5 v B v ) dm v Pagev Safetyv Toolsv @@~
KENJITSU
PAJKENJITSU  SNMP Web Pro 10 ”
Inlormation ant the web semer to take effect
Status > onfias
Hitp Port: 80 Apply |
Hitps Port. 443 Apply |
Real-time control 0
_System configuration User Name Password Permission Gperation
Web Read Apply {
E-mail e
SMS
Wake on LAN R
Shutdown Restarl Web Server |
Event action
Scheduled
System lime
SNMP configuration
Event log
Data ing
Senal Port Debug
Done & @ Internet | Protected Mode: On A~ ®0% ~

1. Enter SMTP server, security type (supported encryption from SMTP server), SMTP port, sender’s
E-mail address, user name and password. Click checkbox of “Need Auth” for password verify.
2. Enter correct e-mail accounts in Receive list. Then, click “Apply” to add into receivers list. Click

“Delete” button to delete e-mail account.

3. Click “Apply” to save the changes. The “Test” button can be used to send a test e-mail to all
receivers to confirm correct operation. When the test e-mails are successfully sent to specific
recipients, it will pop up a successful message on operated PC. Otherwise, it will pop up a failure
dialog to indicate there is an error for parameter setting.

4. You may decide who will receive daily report e-mail at specific duration. Please enter recipient's
Email Address and timer into columns. Then, click “Apply” button to set up this action. You also
can configure who will receive alarm e-mail when event log exceeds 100 or data log exceeds 50
records. Please click checkbox of selections.

3.4.3. SMS

Sending SMS By Server
It is required to have service software available such as ViewPower Pro. In the event of an alarm
condition occurring, a message about UPS status will be sent to the specified users via mobile phone.
Please refer to Chart 3-8 b.

Sending SMS By Serial Port
Itis used EMD port as data transmission to send SMS without any service software. Please configure
Baud rate of GSM Modem as 9600
and then connect data transmission port (e) of SNMP web port card to GSM Modem with a RJ11
to DB9 cable. Please refer to Chart 3-8 a for detailed wiring.
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—
.
L
RJ-11
CHART 3-8 a
£ hip/192368107.230 v [ el K 5 Bing 2.
o Favontes | oy B Suggesied Sies v @ Wah Sice Gallery »
@ SNMP Web Server %pov B v U 4w v Pigew Safatyv Toosw @b
KENJITSU
PA]<ENIITSU  SNMP Web Pro 10 o
Alarm control E‘
Basic mformation UPS tum on/off of|
Parameters satting Battery selftest
10-second seff-test [ SIM |
Deep dischargs tost Start
Minute selfest. 1 Min{s). Sttt
Done (& @ Internet | Protected Mode: On A~ H10% ~
CHART 3-8 b

3.4.4. Wake on LAN

It's to remotely wake on specific PCs in LAN when these PCs are supported to Wake-on-LAN (WOL)

via a magic packet.
Select System Configuration >> Wake on LAN. Refer to Chart 3-9.
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£ nips/192168107.2307

[ el K P52 Bing
-

o Favontes | 25 £ Suggesied Sies

& SNMP Web Server

% dm v Pagev Sfetyv Toolsw v

KENIITSU SNMP Web Pro 1.0

e i St righL.

1 Disable [ Apply |

' Disable | ApPly

Alatm contrel. @ Enable

Alarm at bypass made: @) Epable
Alarm at battery mode. @ Enable ) Disable [AW—”Y
Auto 16500t & Enable ) Disable [ Apply |

Bypass when UPS is off « , Enable @ Disable lﬂ
Conerter mode. ) Enable @ Disable | AgpY |

ECO made’ ) Enable © Disable M

Outlet setting
Wake on LAN Backup tims for P1{oattery | ogl
mode): Min APV
Event action
Scheduled
System limg Voltags 2nd frequancy range for bypass made
SNMP configuration Max voltage: 263 v | Acsly
i
o Min_ voltage: 172 v [Asely |
EMI fog Max frequency: 52 8 Hz |A°°'Vl
p Min fiequency 473 Hz [Aeply|
Senial Port Debug

Logn Guest
Advanced ECO mode. & Enable  Disable “
Grean power function”  Enable @ Disable | APPY
Cold stait- & Enable " Disabiz | APPY
Bypass not allowed @ Enable  Disable _APPY
Battery desp-discharge protection” . Enabla  Disable
Stte fault detection. = Enable @ [isable | APPY
P1 programmable outlet control o Enable - Disabla | APPY
Battery numbers setting
Numbers in parallel: 4 LApply
Veltage range for ECO mode
Max. voitage: 242 v | Apely |
Min voltage: 215 v [Aeply |

[ Default

(5 @ Internet | Protected Mode: On fa v Aok ~

CHART 3-

9

After MAC addresses of remote PCs are entered into address column, it will allow to remote control
the PCs. However, it's also required to have hardware support for remote PCs to implement this

function.

3.4.5. Shutdown

It is to remotely shut down specific PCs with Shutdown Wizard. This function is only available to
integrate with Shutdown Wizard. Please also check user manual of Shutdown Wizard for the details.
Select System Configuration >> Shutdown. Refer to Chart 3-10.

£ ip/19216807230) MEIEE BEN i
Jg Fevortes | o5 & Suggested Sirs v B Web Sice Gallery »
£ SNMP Web Server i Zp v B) v 0 sm v Pagew Safayv Tools @b+
PAIKENJITSU  SNMP Web Pro 10 e
Alarm control. @ Enable 1 Disable [ Agoly. | Advanced ECO mode. & Enable  Disable
Alarm a1 bypass mads: @ Enable () Disable | APPY Grean power function: © Enable ©: Disable | APPY |
Alarm at battery mode. @ Enable () Dissble | APPIY. Cold start- @ Enable ~ Disable | APPY
Auto B0t @ Enable ) Disable [ Apply. | Bypass not allowed @ Enable  Disable APPY
Bypass when UPS is off (, Enable @ Disable [ ApRlY Battery desp-discharge protection” © Enable  Disable
Converter mode. (*) Enable @ Disable | APPY. Ste fault detection. = Enable @ Disable | APPY
ECO made: ) Enabic ® Disabio | Apply P1 programmable outlet control @ Enable > Disable APPIY
Outlet selting Battery numbers setting
Backup tims 'v"’”,';‘?dee'!h Min | Apply. Numbers in parallel: 4 Apply.
Voltage and frequency range for bypass made Voltage range for ECO mode
Max voltage: 263 v [Asly Max. voltage: 242 v | Aeply
Min. voltage: 172 v [Asely Min voliage: 215 v [Apply |
Max frequency: 528 Hz | Aenly |
Min frequency 473 Hz [Aesly |
Default
Oone (5 @ Internet | Protected Mode: On fa v ®i0% ~

CHART 3-
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3.4.6. Event action

This function is only available to integrate with Shutdown Wizard. Please also check user manual of
Shutdown Wizard for the details.
Select System Configuration >> Event action. Refer to Chart 3-11.

SNMP Web Sen
£ h0//192168107.230 IR T D
-
g Fevontes | 2y B Suggesied Sdes v @] Wab Siice Gallery »
@ SNMP Web Server 2 v B v ) @ v Pagev Safay~v Tools~ @~
| EEIKENJITSU  SNMP Web Pro 1o
d Logn Guest
Alarm control. @ Enable 1 Disable [ AP9lY Advanced ECO mods. & Enable  Disable
Alarm at bypass made: @) Epable | Disable | Apply Grean power function” = Epable © Disable  APPY
. Alarm at battery mode. @ Enable () Disable | APPY Cold statt- @ Enable  Disabla | APPY
Para ¢ Auto r6D00t @ Enable ) Disable | APPlY Bypass not allowed @ Enable  Disable | APPY
3 3 Bypass when UPS is off Enable @ Disable | Apply Battery desp-discharge protection” & Engble  Disable
. Converter made. (*) Enable @ Disable | APPYY Stte fault detection. = Enable @ Disable | APPY
Krer
— ) ECO made: ) Enabie ) Disable | APply P1 pragrammable outlet control @ Enable - Disabla | APPlY.
E-mail
o kSMSLAN Qutlel setting Battery numbers setting
ake o Backup time for P1{battery G Aooh
Shutdawn mode): 1 Min APy Numbers in parallel- 4 \pply
Event action =
Scheduled
System limg Voltags and frequancy range for bypass made Voltage range for ECO mode
SNIMP configuration n
e qu Max yoltage: 263 v | Aeely Max. vohage: 242 v [Apply
gt Min. voltags: 172 v | Asely Min_ voltage: 215 v [Apply |
Dats log Max frequency 528 Hz | Aonly 1
__Help ] Min frequency 473 Hz [ Aeply |
Senal Fort Debug
Default
Oone & @ Internet | Protested Mode: On WUT| RIS )

. Shutdown the PC while battery mode: When selected, integrated with Shutdown Wizard, local
PC will shut down while UPS works on battery mode.

. Time needed for shutting down the PC: Enter the delay time to shut down the operating system.

. The PC should:

1. Shutdown: When clicking the checkbox, the selected system will shut down. The default
setting is clicked.

2. Sleep mode: When clicking the checkbox, selected system will suspend the system instead
of a normal shutdown. But this function is only supported by Windows 2000 or higher on
supported hardware.

. Also power off the UPS after shutting down the PC: When click the checkbox, monitored UPS
will turn off after local system shuts down. The UPS shutdown time will be later than system
complete shutdown time. Users can choose to shut down the system without shutting down
the UPS.

. Shutdown UPS output after xx sec: It will cut off UPS output after monitored UPS works on
battery mode for xx sec.

. Shutdown the PC while low battery: When clicking this checkbox, local PC will shut down when
monitored UPS battery is running low.

. Wake on LAN while AC recovery: When clicking this checkbox, the local PC will be wake on LAN
while AC recovery.
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. Send E-mail while any UPS event occurs: When clicking this checkbox, it will send alarm E-mail
when any event occurs on the local UPS.
. Send SMS while any UPS event occurs: When clicking this checkbox, in the event of an alarm
condition occurring, a message about UPS status will be sent to the specified users via mobile

phone.

. EMD alarming temperature upper limit: Set up alarm for high temperature point. If detected
temperature is beyond setting value, it will send alarm message.

. EMD alarming humidity upper limit: Set up alarm for high humidity point. If detected humidity
is beyond setting value, it will send alarm message.

. Data record interval xx sec: Data log record the data per xx sec.

3.4.7. Scheduled

Select System Configuration >> Scheduled. Refer to Chart 3-12.

Web 5=

£ i10/192168107.23

Favontes | i B Suggesied Sirs v 8] We v

HE SNIMP Web Server "% v~ E) v ) dm v Pagev Safetyv Tools~ @~

| PAKENIITSU - SNMP Web Pro 10 e

Alarm ¢ontrol. @ Enable 1 Disable [£A00Y | Advanced ECO modo. & Enabls  Disable

Alarm at bypass mada’ @ Enable () Disable | APPly Grean power function” > Enable ) Disable | APPY

Alarm at battery mode. @ Enable () Disable | APOY Cold statt- @ Ensbla ~ Disabia | APPY

Auto réboot: @ Enable ) Disable | APRlY. Bypass not allowed. & Enable  Disable | APRY.

Bypass when UPS is o ¢ Enable @ Disable | APlY Battery desp-discharge protection” & Enable  Disable
% Converter mode. (*) Enabie @ Disable | APl Ste fault detection. = Enable @ Disabls | APPY
S5 ECO made: ¢ Enable @ Disablo | Asly. P1 programmable outlet control: © Enable - Disabla | ABRY
Outlet setting Eattery numbers sstting
Backup tims for F"h;a;(:er;‘ 1 Min | Apply Numbers in parallel: 4 LApply.
i Voltags and frequancy range for bypass made Voltage range for ECO mode
Max soltage: 263 v |Asely Max. voltage: 242 v [Aeply
Min. yoltage: 172 v [ Asely Min. voltage: 215 v [Apply |
Max frequency 52 8 Hz [Aenly |
_Holp Min fequency 47 3 Hz [Aesly |
Senal Fort Debug
Defaut |

_ |
Oone & @ Intemet | Protested Mode: On fa v Rm100% ~

Scheduled battery self-test: Scheduled battery self-test can be executed once, daily, weekly, or
monthly. Users can select UPS and time parameters. It is recommended to set only one action in the
same time. If multiple actions have been applied at the same time, some of these actions may be
ignored. Any action will be ignored when the action is not supported by the UPS.
Scheduled UPS on/off: Scheduled UPS on/off can be executed once, daily, weekly. Users can select
UPS and time parameters. It is recommended to set only one action in the same time. If multiple
actions have been applied at the same time, some of these actions may be ignored. Any action will

be ignored when the action is not supported by the UPS.
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3.4.8. System time

Select System Configuration >> System time. Refer to Chart 3-13.

8] hip 152168107234 | B[ | x 5aig P v
—
w7 Favorites | s 8] Suggestea Stes v @) Welb Sice Gallery v
48 SNMP Web Server i i v E) v 0 v Pagev Sefety v Took v &k~
BAIKENJITSU  SNMP Web Pro 1.0 A
ic Information
UPS type: G1K ON_LINE Input phase/Output phase: 171
T Input voltage/Output voltage: 230/230 V UPS senial number 01234567851234
Parameters satting UPS FW varsion: j00623.00 SNMP FW version. 10.0
g Equipment attached: [SNMP web pro
Realtime control )
___ System configuration | [Baticry information
Wab Battery group number: 4 |
E-mail
w‘k,s‘_‘“ls,_m PS rated information
Shutdown Rated VA 3100 0 VA Rated output voltage: 230 0V
Event action Rated output frequency: 50 0 Hz Rated output currern 4.0 A
System time Rated battery voitags: 36.0 V
corfiguration
Event log
Data log
Serial Port Debug
& & Internet | Protected Made: On fa v Wion ~

CHART 3-13

. Automatic time correction interval

. Time server: The SNTP server IP address or domain name.

. Time Zone (Relative to GMT): It's measured to relative to GMT.

. System Time (mm/dd/yyyy hh:imm:ss): It is to set up SNMP web local host time

. Auto Restart System for Every (0: Disable): XX Minute(s)
Manual Restart system after 30 Seconds: When click “Apply” button, SNMP will restart after 30
seconds.

3.4.9. SNMP configuration

Setting SNMP web pro basic information such as IP address, password, trap IP address, SNMP UDP
port, add/delete SNMPV3 user account and restore the factory settings.

<. NOTE
a Some modifications are required to restart SNMP server to become effective.

Select System Configuration >> SNMP configuration. Refer to Chart 3-14 a and 3-14 b.
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£ 1p192168107.230 v [l el 2 Bing £~
Rl
i Fevontes | oy B Suggesied Sces v @8] Wab Siice Gallery >
EESNMPWeI;Siarrv:,W 5 v B) v ) 4% v Pagev Safetyv Toolsw @~
PAIKENJITSU  SNMP Web Pro 10 o
Logn Guest
* - Restart the web semver to take effect
Wiob Server Configure
Hitp Port- 80 | Apply
Hitos Port. 443 [ Apply
User Account
User Name Password Permission nggpﬁpn
Read | Apply |
Restarl Web Server
Done (& @ Internet | Protected Mode: On fa ~ Wu0% ~
CHART 3-14 a
£ hip/192168107.230) e B 0~
=
o Favontes | 3y B Suggesied Sies v @] Wab Slice Gallery >
B SNMP Web Server ' N v ) dm v Pagev Safety~v Tools~ @~

FAIKENJITSU  SNMP Web Pro 1o

[Apely
Alarm control. @ Enable 1 Disable | Apoly | Advanced ECO mod: 6! Enable  Disable “FH7
Alarm &t bypass made: @ Enable () Disable [ APPlY | Green power function ¢ Enable © Disable | APPY |
Alarm at battery mode. @ Enable (7 Disable APP'Y Cold statt- @ Enable " Disable | ARRY
Auto reboot: i Enable ) Disable AW'Y Bypass nol allowed @ Enabls  Disabls | APPY |
Bypass when UPS is off  Enaple @ Disable | APPlY Battery deep-discharge protection” ¥ Enable  Disable *
Converter mode. ) Enanie @ Disable | APPYY Ste fault detection. = Enable @ Disable | APPY
ECO made: ) Enable ® Disable | Apply P1 pragrammable outlet control @ Enable - Disable | APPY
Qutlel setting Battery numbers setting
Backup time for PH:B:;? 1 Min | Apply Numbers in parallel- 4 Apply
Veltage and frequency range for bypass made. . Voltage range for ECO mode
Max voitage: 263 v |Acply Max. voltage: 242 v | Apply |
Min. voliage: 172 Min. voftage: 215 v [Apply |

Max frequency: ::;2 8

Min frequency 473

’. VDefaunr

Done (3 @ Internet | Protested Mode: On 4~ ®10% ~

CHART 3-14 b

20 | PF1 User Manual SNMP_EN



USER MANUAL www.kenjitsulatam.com

. IP address: There are two methods to obtain IP address
1. Automatically obtain IP address (DHCP, default)
2. Manually configure IP address
The system will default automatically obtain IP addresses. If there is no this kind of service
provided in LAN, the default IP will display as “192.168.102.230", Net mask as
“255.255.255.0” and default gateway as “0.0.0.0".

. Password: Modify the password. The length of password is 8~15 digits.

. Trap IP address: The SNMP device could provide 12 static trap addresses.

. SNMP server configuration: You may change SNMP port and trap port. You also can add
SNMPV3 users by clicking “Add” button. It will pop up a screen to set up user setting such as
security level and permission level.

Refer to below chart.

SnmpParsmeterPans!

Note-You have io stop the SNMP semce first.

User Name: user! Security Level: NoAuth NoPriv -
Auth Protocol| VD5 - Auth Password:

Prv Frotocol{ 0ES . Priv Password:

Pamission” Read Only

0K [iConcel] [Anotv]

. Restore the factory settings

Q NOTE
i The system will default automatically obtain IP addresses and default Password is
12345678.

3.5. Log

3.5.1. Event log
In the Event Log page, it lists all history events and can be saved as .csv file. The event log includes

UPS warnings, fault info, EMD warnings, UPS operation logs from web users or KENJITSU SNMP
Web Pro users. All logs are recorded in flash memory of web card by month. It's safely recorded
without loss even after power failure occurs. It can save up to over 200,000 threads. Refer to Chart
3-15.

Select Log >> Event log.
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2 hip0/192168107.31 v | erl o |57 Bing o~
-
yi Fevontes | oy B Suggesied Sdes v @] Wab Siice Gallery >
EESNMPWeI;Siarrv:,W BB o ;:j Page~ | Safety v Tools~w @~
PAJKENIITSU  SNMP Web Pro 1 -
01 2016 csv ~ [ Apply || Delate
1
. Time . Event nama Event source Client IP
01/05/2016 15:36 40 (Overload fault MCU Polling -
01/05/2016 15:36.41 {Connect to time server ermor SNTP =
01/05/2016 153744 Setting battery group number Snmp Chient 192.168 103.69
01/05/2016 15:37.45 Setting baltery group number Snmp Chent 192 168.103.69
01/05/2016 15:37-45 Setting battery group number Snmp Client 192163 10369
01/05/2016 156:33.26 Semng battery group number Snmp Chent 192.168.106.129
01/05/2016 15:38:26 Satting battery group number Snmp Client 192.168.105.129
01/05/2016 15:33:26 Satting battery group number Snmp Client 192.168.105.129
01/0572016 17:56:11 {Setting battery group number §nmp Client 192 168 105.129
01/05/2016 17:56 11 Setting battery group number Snmp Client 192 168 105.129
01/05/2016 17:56.12 Setting battery group number §nmp Chent ‘192.168.106.129
01/05/2016 18:42°5% \System configuration \Web Browser 192168 107129
01/05/2016 18:43.04 (Connecl to time server error SNTP o
1
Save as
(&) @ Internet | Protected Mode: On 4~ WMok ~

CHART 3-15

3.5.2. Data Log

In the Data Log page, it will list all history logs and can be save as .csv file. All logs are recorded in
flash memory of web card by day. It's safely recorded without loss even after power failure occurs.

It can save up to over 200,000 threads. Refer to Chart 3-16.
Select Log >> Data log.

£ hitp /192168107234 v [ er | X Wi By o~
fir Fevorites | g | Suggesied Sites v @] Web Slice Gallery «
| & SNMP Web Server | % - B - v @ | Page~| Sefety ~| Took~| @~
PA]KENIITSU  sNMP Web Pro o \
T 01,05 2016 =y ~ | Apply | Delete |
Basic information 2 x
_ﬂm— 01/05/2016 18.56:21 223.1 2297 50.0 4 1.0 2.0
EREIaaIE Rt D1/05/2016 185721 2244 2298 50.0 A “10 233
01/05/2016 18:58:21 2232 229 8 500 3 410 233 k
Hestime comi. 01/05/2016 18,5921 2224 229 6 50.0 4 41.0 29.0
el 01/05/2016 1900:21 2223 (229 5 50.0 4 410 293
é’_'we:‘ 01/05/2016 19:01:21 2245 2297 500 4 410 230
NS 01052016 19.:0221 224 4 2298 500 5 410 293
Waks on LAN 01/06/2016 19.03.21 2227 2298 50.0 3 410 230
Emm 01/05/2016 19:04:21 223.0 229.5 50.0 4 1.0 293
Scheduled 01/05/2016 190521 22338 1229 9 499 =3 210 230
System time 01/05/2016 19.06.21 222 1 2235 500 5 410 239
SNMP configuration 01/05/2016 19.07:21 2239 223.9 50.0 3 410 29.0
OF 01/05/2016 190821 2209 (229 9 499 -3 210 230
%ﬂ:’:bo 01/05/2016 19-09:21 2215 229.7 499 B 410 250
log 01/05/2016 19.10:21 2220 229.7 50.0 i 410 20.0
Sei pm 01/05/2016 191121 2217 (229 7 500 -] “10 230
eiel Boit Lokt 01/05/2016 19-12:21 2233 229 6 500 a 1.0 230
01052016 191322 224 1 223 8 50.0 4 410 240
01/05/2016 191422 2214 2298 439 3 410 23.0
01/05/2016 19:15:22 2238 223.7 49.9 5 410 23.0
0105/2016 1916:22 2231 229.9 499 - 210 293 -
Dane 2 @ Intemet | Protected Mode On fa v W100% -

CHART 3-16
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3.6. Help
3.6.1. Serial Port Debug

It's to test communication condition between SNMP card and device. Select Log >> Event log. Refer
to Chart 3-17.
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£ hiip/192168107.230°

MEIEES B

o -

o Fevontes | o3y B Suggesied Sies

v 8] Wab Siice Gallery >

& SNMP Web Server

BB ;. & Page~ | Safety v Toolsw @~

EZIKENIITSU  snmP web Pro 1o

Status

Send content: QP
Output. P01
yangow.

| Send

[ @ Internet | Protected Mode: On

- | Clear

G~ R0k -
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